
DRAWING ABBREVIATIONS

ABV. = ABOVE
ADDT'L. = ADDITIONAL
ADO = AUTOMATED DOOR OPENER
A.F.F. = ABOVE FINISHED FLOOR
ALUM. = ALUMINUM
ALUM. T. = ALUMUMINUM THRESHOLD
APPRV'D. = APPROVED
A.W.P. = ACOUSTICAL WALL PANEL
B.O.F. = BOTTOM OF FOOTING
BLDG. = BUILDING
C.B.B. = CEMENTITIOUS BACKER BOARD
C.J. = CONTROL JOINT
C.L. = CENTERLINE
CL'G. = CEILING
C.M. = CONSTRUCTION MANAGER
C.M.U. = CONCRETE MASONRY
CONC. = CONCRETE
CONT. = CONTINUOUS
COOR. = COORDINATE
DEG. = DEGREE
D.F. = DRINKING FOUNTAIN
DIA. = DIAMETER
DT'L. = DETAIL
DWG = DRAWING
D.S. = DOWNSPOUT
EA. = EACH
E.C.R. = ELECTRICALLY CONDUCTIVE RUBBER
E.J. = EXPANSION JOINT
ELECT. = ELECTRICAL
ELEV. = ELEVATOR
EQ. = EQUAL
E.W.C. = ELECTRIC WATER COOLER
EX'G. = EXISTING
EXP. JT. = EXPANSION JOINT
EXT = EXTERIOR
F.E.P. = FINISHED END PANEL
FE/C = FIRE EXTINGUISHER CABINET
FE/C1 = LARGE FIRE EXTEINGUISHER CABINET
FE/B = FIRE EXTINGUISHER BRACKETED
FIN. = FINISH(ED)
F.R.P. = FIBERGLASS REINFORCED PANEL
F.R.T. = FIRE RETARDENT TREATED
FT. = FOOT
GA. = GUAGE
G.C. = GENERAL CONTRACTOR
G.F. CMU = GROUND FACE CONCRETE MASONRY UNIT
GWB = GYPSUM WALL BOARD
H.D.P.E. = HIGH DENSITY POLYETHYLENE
H.M. = HOLLOW METAL
HORZ. = HORIZONTAL
HR. = HOUR
H.S.S. = HOLLOW STRUCTURAL SECTION
HT. = HEIGHT
HVT = HOMOGENEOUS VINYL TILE
I.D. = INSIDE DIAMETER
INFO(R) = INFORMATION
INSUL. = INSULATION
JT. = JOINT

LAM = LAMINATE
LAV. = LAVATORY
LB. = POUND
LPSPF = LOW PRESSURE SPRAYED POLYURETHANE FOAM
MAX. = MAXIMUM
MECH. = MECHANICAL
MFG/ MFGR'D = MANUFACTURE(R/D)
MIL. = MILLIMETER
MIN. = MINIMUM
MISC. = MISCELLANEOUS
M.T. = MARBLE THRESHOLD
MTL. = METAL
N.I.C. = NOT IN CONTRACT
O.C. = ON CENTER
O.D. = OUTSIDE DIAMETER
P-LAM = PLASTIC LAMINATE
PLYWD. = PLYWOOD
PNT = PAINT
PREFIN. = PREFINISHED
P.S.F. = POUNDS PER SQUARE FOOT
PTD = PAINTED
P.T. = PRESSURE TREATED
P.TILE = PORCELAIN TILE
R.A.F. = RAISED ACCESS FLOORING
R.C.B. = RUBBER COVE BASE
R.S.B. = RUBBER STRAIGHT BASE
R.C.P. = REFLECTED CEILING PLAN
REINF. = REINFORCED
REQ'D = REQUIRED
RM. = ROOM
R.W.L. = RAIN WATER LEADER
S.A.T. = SUSPENDED ACOUSTICAL TILE
S.C. = SUBCONTRACTOR
SCHED. = SCHEDULE
S.C.W. = SOLID CORE WOOD
S.F. CMU = SPLIT FACED CONCRETE MASONRY UNIT
SIM. = SIMILAR
S.G. = SHEET GOODS
S.S. = STAINLESS STEEL
T.O.S. = TOP OF STEEL
T.R. = TOILET ROOM
T.S. = TRANSITION STRIP
TYP. = TYPICAL
U.N.O. = UNLESS NOTED OTHERWISE
VERT. = VERTICAL
VEST. = VESTIBULE
V.I.F. = VERIFY IN FIELD
W.W.F. = WELDED WIRE FABRIC
W.W.M. = WELDED WIRE MESH
WD. = WOOD
L,W,H,D,R = LENGTH, WIDTH, HEIGHT, DEPTH, RADIUS
W.A.P. = WIRELESS ACCESS POINT
F.E.P. = FILLER END PANEL
I.D.C. = ILLUMINATED DISPLAY CASE
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CODE REVIEW NARRATIVE

THIS PROJECT INCLUDES THE CONSTRUCTION OF A NEW WAREHOUSE BUILDING IN ENFIELD, CT.  THE 
WAREHOUSE WILL BE UTILIZED FOR THE STORAGE OF CONSTRUCTION MATERIALS.

THESE BUILDING PERMIT APPLICATION DRAWINGS ARE PREPARED IN ACCORDANCE WITH THE 2018 

CONNECTICUT STATE BUILDING CODE WHICH INCLUDES THE FOLLOWING APPLICABLE  CODES:

BUILDING:
AMENDED 2015 INTERNATIONAL BUILDING CODE (IBC)

ENERGY CONSERVATION:
AMENDED 2015 INTERNATIONAL ENERGY CONSERVATION CODE (IECC)

ACCESSIBILITY:
AMENDED 2009 ICC A117.1 ACCESSIBLE AND USABLE BUILDINGS & FACILITIES

2. CONSTRUCTION TYPE:

GENERAL:

1. OCCUPANCY CLASSIFICATION:

MODERATE-HAZARD STORAGE:  USE GROUP S-1 (STORAGE)

THIS BUILDING WILL USED FOR THE STORAGE OF CONSTRUCTION MATERIALS.

A. INCLUDES BEAMS, TRUSSES, FLOOR MEMBERS, ETC. HAVING A DIRECT CONNECTION TO THE COLUMNS (2015 IBC 202).

B. NOT LESS THAN THE RATING SUPPORTED (2015 IBC 707.5.1, 708.4, & 711.2.3).

C. NOT INCLUDING PRIMARY STRUCTURAL FRAME.

TYPE IIB CONSTRUCTION (NON-COMBUSTIBLE, NO FIRE RESISTANCE RATING)

3. HEIGHT AND AREA LIMITATIONS:

CODE REFERENCE

IBC 2015 TABLES 504.3, 504.4, & 506.2 
TABULAR VALUE

TYPE IIB - USE GROUP S-1

HEIGHT AREA

IBC 2015 SECTION [F] 903.2.9 (1)
AUTOMATIC SPRINKLER SYSTEMS

GROUP S-1

2 ST. (55 FT.) 17,500 SQ.FT.

- 12,000 SQ.FT.

2 ST. (55 FT.) 12,000 SQ.FT.HEIGHT AND AREA ALLOWED

1 ST. (25 FT.) 9,139 SQ.FT.ACTUAL HEIGHT AND AREA

5. FIRE RESISTIVE RATINGS:

BUILDING ELEMENT

PRIMARY STRUCTURAL FRAME (2015 IBC T 601) A.

FIRE 
RESISTANCE 
RATING (HRS)

0 B. -

OPENING 
PROTECTIVE 

(HRS)

EXTERIOR BEARING WALLS (2015 IBC T 601) 0 -

EXTERIOR NON-BEARING WALLS (2015 IBC T 602)

INTERIOR BEARING WALLS (2015 IBC T 601) -

ROOF CONSTRUCTION (2015 IBC T 601) C. 0 -

8. FINISHES:

INTERIOR FINISHES:

BUILDING COMPONENT: USE GROUP S-1

EXIT ENCLOSURES & PASSAGEWAYS CLASS B - NOT APPLICABLE

CORRIDORS CLASS B - NOT APPLICABLE

ROOMS & ENCLOSED SPACES CLASS C

10. MEANS OF EGRESS

FLOOR
NUMBER OF EXITS EXIT CAPACITY 

(PERSONS)

1 2 240

OCCUPANT LOAD

19

REQUIRED

2

PROVIDED

GENERAL EGRESS REQUIREMENTS:

OCCUPANCY EXIT TRAVEL DISTANCE COMMON PATH OF TRAVEL DEAD-END A.

9. REQUIRED FIRE PROTECTION SYSTEMS:

• THE GROUP S-1 BUILDING IS LESS THAN 12,000 SF THEREFOR AN AUTOMATIC SPRINKLER 
SYSTEM IS NOT REQUIRED (2015 IBC [F] 903.2.9 (1)).

• FIRE EXTINGUISHERS (AMENDED 2015 IBC 906.1).
FIRE EXTINGUISHERS MUST BE LOCATED THROUGHOUT IN ACCORDANCE WITH THE 2018 

CONNECTICUT STATE FIRE PREVENTION CODE.
• FIRE ALARM & DETECTION SYSTEM (2015 IBC 907) - REFER TO ELECTRICAL 
• CARBON MONOXIDE DETECTION - NOT REQUIRED (2015 IBC 915).
• EMERGENCY RESPONDER RADIO COVERAGE - NOT REQUIRED (2015 IBC 916.1 - SECTION 

DELETED PER 2018 CT BUILDING CODE)

THE FOLLOWING TABLE SUMMARIZES THE MOST RESTRICTIVE HEIGHT AND AREA LIMITATIONS BASED 
ON USE GROUP S-1 AND TYPE IIB CONSTRUCTION FOR A BUILDING NOT EQUIPED WITH AN AUTOMATIC 
SPRINKLER SYSTEM.

0 B.

INTERIOR NON-BEARING WALLS (2015 IBC T 601) 0 -

6. EXTERIOR WALL OPENINGS & FIRE RESISTANCE RATING:

FIRE SEPARATION DISTANCE IS GREATER THAN 10 FT. THE EXTERIOR WALLS ARE NOT REQUIRED TO 
BE RATED AND THE ALLOWABLE AREA OF OPENINGS ARE NOT LIMITED (2015 IBC TABLE 602 AND 
SECTION 705.8 Exc. 2)

7. VERTICAL FLOOR OPENINGS:

NOT APPLICABLE

THE INTERIOR FINISH OF WALLS AND CEILINGS MUST COMPLY WITH THE FOLLOWING TABLE.

WALLS & CEILINGS (IBC TABLE 803.11)

THE CALCULATED LOAD FOR THE PROPOSED FLOOR PLAN, THE CORRESPONDING REQUIRED NUMBER 
OF EXITS, THE PROVIDED NUMBER OF EXITS, AND THE PROVIDED EGRESS CAPACITY ARE 
SUMMARIZED BELOW (2015 IBC TABLE 1004.1.2, TABLE 1006.3.1, AND SECTION 1005.3). SEE THE CODE 
AND EGRESS DRAWINGS FOR DETAILED EGRESS CALCULATIONS.

THE REQUIRED MAXIMUM EXIT TRAVEL DISTANCES FOR A FULLY SPRINKLERED BUILDING ARE LISTED 
BELOW (2015 IBC TABLE 1017.2, TABLE 1006.2.1, AND 1020.4)

S-1 200 FT. 100 FT. 20 FT.

A. MAXIMUM DEAD-END CORRIDOR LENGTH CANNOT EXCEED THE VALUE ABOVE OR 2.5 TIMES THE LEAST WIDTH OF SPACE 
(2015 IBC1020.4). THE BUILDING DOES NOT CONTAIN ANY DEAD-ENDS CORRIDORS LONGER THAN THE MAXIMUM LENGTHS 
ALLOWED.

0 -

8" NOMINAL REINFORCED CONCRETE MASONRY UNITS
PROVIDE RUNNING BOND U.N.O.
REFER TO STRUCT. FOR REINFORCING REQUIREMENTS.

HORIZ. JT. REINFORCING, TYP. AT 16" O.C. VERT.
REFER TO STRUCT.

CONT. BOND BEAM, TYP. AT 48" O.C. VERT.
REFER TO STRUCT.

7 5/8"
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WALL ASSEMBLIES

12" NOMINAL REINFORCED CONCRETE MASONRY UNITS
PROVIDE RUNNING BOND U.N.O.
REFER TO STRUCT. FOR REINFORCING REQUIREMENTS.

HORIZ. JT. REINFORCING, TYP. AT 16" O.C. VERT.
REFER TO STRUCT.

CONT. BOND BEAM, TYP. AT 48" O.C. VERT.
REFER TO STRUCT.

11 5/8"

M12

F1

A-200

F1

A-200

SINGLE PLY MEMBRANE ROOF
5/8" EXTERIOR GRADE GYPSUM SHEATHING
GALVANIZED METAL DECK (REFER TO STRUCT.)

LINE OF EXTERIOR FACE OF WALL BELOW

O
V

E
R

H
A

N
G

6
' 
- 

0
"

3' - 0"

PREFINISHED ALUMINUM GUTTERS & DOWNSPOUTS

1
/4

" 
/ 
1

'-
0

"

1
/4

" 
/ 
1

'-
0

"

PLAN 
NORTH

METAL ROOF EDGE

METAL ROOF EDGE

METAL ROOF EDGE

D.S. D.S.

D.S. D.S.

SCALE:

PROJECT NO:

c 2022 CAOLO & BIENIEK ASSOCIATES, INC.

A

B

C

D

E

F

G

A
R

C
H

IT
E

C
T

:
C

O
N

S
U

L
T

A
N

T
S

:
O

W
N

E
R

:
P

R
O

J
E

C
T

:
S

H
E

E
T

 T
IT

L
E

:

S
H

E
E

T
 N

O
:ISSUE DATE: AS INDICATED

PROJECT MANAGER:

PROJECT ARCHITECT:

PRODUCTION LEADER:

PEER REVIEWER:

S
T

A
M

P
S

:

5
2
1
 E

a
s
t 
S

tr
e
e
t

C
h
ic

o
p
e
e
, 
M

a
s
s
a
c
h
u
s
e
tt
s

C
A

O
L

O
  

&
  

B
IE

N
IE

K
  

A
S

S
O

C
IA

T
E

S
, 

 I
N

C
.

A
R

C
H

IT
E

C
T

U
R

E
 ·

 P
L
A

N
N

IN
G

 ·
 I

N
T

E
R

IO
R

 D
E

S
IG

N

1
.4

1
3
.5

9
4
.2

8
0
0

w
w

w
.c

b
a
a
rc

h
it
e
c
ts

.n
e
t

987654321

NOTICE:

THIS DRAWING IS THE PROPERTY OF CAOLO & 

BIENIEK ASSOCIATES, INC.  THE RE-USE OR 

REPRODUCTION OF THIS DRAWING FOR ANY 

PURPOSE WHATSOEVER WITHOUT AN 

EXPRESSED WRITTEN AGREEMENT BETWEEN 

CAOLO & BIENIEK ASSOCIATES INC. AND THE 

USER IS STRICTLY PROHIBITED. RIGHTS TO 
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NOTICE:

THIS DRAWING IS THE PROPERTY OF CAOLO & 

BIENIEK ASSOCIATES, INC.  THE RE-USE OR 

REPRODUCTION OF THIS DRAWING FOR ANY 

PURPOSE WHATSOEVER WITHOUT AN 

EXPRESSED WRITTEN AGREEMENT BETWEEN 

CAOLO & BIENIEK ASSOCIATES INC. AND THE 

USER IS STRICTLY PROHIBITED. RIGHTS TO 

USE THE INFORMATION ON THIS SHEET ARE 

NOT TRANSFERRED UNTIL PAYMENT HAS 
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